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SPLAY  G3 , G7 , G8 &  G10 BARS

TRANSVERSE REINFORCING SKEWED ENDS
ONLY TRANSVERSE REINF. SHOWN

SAWTEETH ARE FULL WIDTH - USE SAWTEETH KEYS
FROM BOTTOM OF BOTTOM FLANGE TO BOTTOM OF
LOWEST HARPED STRAND AS WELL AS TOP FLANGE
ADJACENT TO HARPED STRANDS AS SHOWN IN 
VIEW B - WF74G GIRDER DETAILS 1 OF 3
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BEARING WIDTH +2" - SEE
MISC. DIAPH. DETAILS SHEET
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END TYPES "C" INTERMEDIATE HINGE DIAPHRAGM
AND END TYPE "D" INTEREMEDIATE FIXED DIAPHRAGM

PLAN

 BOTTOM FLANGE SPALL PROTECTION 

30° MAX. SKEW

½" EXPANDED 
POLYSTYRENE FOR 
SKEWS GREATER THAN 15°

¾" CHAMFER ON
WEB FOR SKEWS 
GREATER THAN 15°
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DIMENSION "A" AT ¢ BEARINGS = BASED ON GIRDER DEFLECTION = "D" AT TIME OF SLAB PLACEMENT   (120 DAYS)
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STRAND PATTERN AT ¢ SPAN
STRAND LOCATION SEQUENCE SHALL
BE AS SHOWN  1  ,  2  ETC.
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STRAND PATTERN
AT GIRDER END

C.G. TOTAL
HARPED
STRANDS

ODD STRAND (MAY BE 
ADJUSTED TO EITHER 
SIDE OF WEB)
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2" (TYP.)

HARPED STRAND LOCATION SEQUENCE 
SHALL BE AS SHOWN  1  ,  2  ETC.
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¾" CHAMFER ON 
FLANGE FOR SKEWS 
GREATER THAN 15°

½" EXPANDED POLYSTYRENE
FOR SKEWS GREATER THAN 15°

ALL HARPED STRANDS IN
EXCESS OF 12 SHALL BE
PLACED IN THIS BUNDLE

C.G. TOTAL
HARPED STRANDS

C.G. OF LOWER
HARPED STRAND
BUNDLE BETWEEN
HARPING POINTS
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